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Product Features & Options 

Black Silicon Carbide 

Safety Yellow 

CLASS TWO Cheaper alternative to Class One, looks identical and 

provides the same level of slip resistance, 1.2mm AM100 Colorbond  
Steel foundation, primer rather than fabric membrane. 

CLASS THREE For industrial use where short term economic 

requirements outweigh long term safety considerations  
1.15mm Galvanised Steel foundation, Fused Alumina Aggregate. 

CLASS ONE VINYL Antislip applied to 2mm Armalon Vinyl foundation 

prevents slips, trips and falls on smooth and curved surfaces. Commercial 
stair treads have vinyl antislip strips adhered to aluminium extrusions. 

SILICON CARBIDE (SiC) AGGREGATE GRADES 

Silicon Carbide Aggregate is used for Class One and Two products due to its quality, 
hardness and durability. Moh’s hardness rating 9.2-9.5, Actual hardness 2,480kg/mm² 

COMMERCIAL 

36 mesh matrix 

Slip resistance for areas where people walk in everyday 
footwear, eg schools, offices, train stations, shopping centres 

LIGHT INDUSTRIAL 

24 mesh matrix 

Designed specifically for ladder rung covers - kind on hands 
Used commercially for heavy pedestrian traffic areas 

INDUSTRIAL 

20 mesh matrix 

Areas affected by moderate dirt and liquid spillage expected in 
industrial environments eg mine sites, factories and machines 

OFFSHORE 

12/20 mesh matrix 

Coarsest grade and highest level of slip resistance available 
Suits areas affected by high levels of dirt and spillage  
of liquids, eg mine sites, factories and oil rigs 

Fused Alumina Aggregate is used for galvanised Class Three products, light-coloured 
Commercial Stair Treads and Photo-Luminescent antislip. Actual hardness 1,800 kg/mm² 

 
White Fused Alumina 

STRONG METAL FOUNDATIONS 

COLORBOND STEEL 1.2mm AM100, non-splash zones 
Self-repairing zinc / alumina / magnesium coating both sides 
Baked enamel to protect against corrosion 

STAINLESS STEEL 1.2mm 304 or marine grade 316, splash zones 

Highest level resistance to corrosion 

ALUMINIUM 1.2mm or 2mm marine grade, splash zones, light weight 

GALVANISED STEEL 1.15mm, non-splash zones, Class Three products only 
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Cardinal Red Tropical Green Rust 

Slate Black Platinum Grey Ochre Royal Blue Photo-Luminescent 

Tiger Stripe 

ABN 54 009 342 910 

Vigil’s distinctive Colorbond 
enamel protection 

Marine Grade 
Aluminium 

Antislip coating is safety yellow unless otherwise specified. Wide colour selection, ask about matching to RAL and Pantone. 

 

CLASS ONE - THE 

HIGHEST QUALITY 

ANTISLIP ON THE 

MARKET TODAY.  

1.2mm AM100 Colorbond 
Steel, Stainless Steel or 
Aluminium Foundation. 

Floating fabric membrane 
protects against 
delamination from impact 
and thermal expansion. 
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