
YOUR COST-EFFECTIVE ANTISLIP SOLUTION, GUARANTEED. 

 

 

 

 
 
 
 
 

 

STEEL 

FOUNDATION 

1.2mm AM100 Colorbond Steel 

1.2mm gauge prevents excessive flexing of the antislip material which 
can contribute to delamination. It also offers satisfactory resistance to 
impact and requires fewer fixing points than thinner gauges 

Colorbond Steel provides excellent resistance to corrosion, as it has  
a self-repairing zinc / alumina / magnesium coating both sides of the 
metal, followed by a primer and baked enamel. 

Class 2 products are not recommended for splash zones  
or acidic areas. 

FOUNDATION / 

RESIN INTERPHASE 

Colorbond Steel foundation sandblasted to 60 microns 
Epoxy primer coat applied to surface 

This bonding system provides excellent adhesion in the short to medium 
term however may delaminate over time depending upon the amount  

of impact and temperature change the products are subjected to. 

AGGREGATE  Fused Alumina 

Aggregate is saturation broadcast over the entire outer surface.  
Once the resin coat has cured, all edges are chipped, with the final 
coat sealing the aggregate and edges.  

ACTUAL HARDNESS 1800 kg/mm2 

GRADES • Industrial 20 mesh 

• Light Industrial 24 mesh (ladder rung covers only) 

RESIN SYSTEM • All layers hand laminated, not sprayed 

• Cured at optimum temperature and humidity 
no oven use 

• Resistant to all solvents, petroleum products  
and acid solutions 

• Does not contain any pinprick holes or bubbles 

Resistant to prolonged exposure to most chemicals, particularly 
solvents and petrochemical products. All Vigil Antislip products are 
individually hand laminated and cured in a controlled environment.  

OTHER DETAILS Standard Colour: Bright Yellow 

Limited range of standard sizes available.  
Tiger Stripe, Deckmark & Decklight options not available  
Custom sizes not available for Class Two 

WARRANTY Five Years 

Warranted against delamination,  
chemical degradation, wear and corrosion. 
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Class Two Specifications 

STAIR NOSINGS, METAL DECK AND LADDER RUNG COVERS 
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