
 

 

 

 
 
 
 
 
 
FOUNDATION Aluminium Extrusions: 

Traditional Profile 
Ramped Profile   
Ramped Profile S1428.1  
 

 
   
  
 

Antislip Insert - 2mm Armalon Nylex Vinyl – Ground & 
Sanded to allow for maximum adhesion of aggregates.  
 

RESIN SYSTEM  All layers hand laminated, not sprayed 
 Cured at optimum temperature and humidity - no oven use 
 Does not contain any pinprick holes or bubbles 
 
All Vigil Antislip products are individually hand laminated and cured in a 
controlled environment with almost zero humidity and an ambient 
temperature of 25°C.  

AGGREGATE  Silicon Carbide (SiC) or Fused Alumina 
Is valued for its quality, hardness, durability and non-wearing crystalline 
structure.  
Aggregate is saturation broadcast over the armalon nylex stripe and 
allowed to cure. 
  

ACTUAL HARDNESS Silicon Carbide 2480kg/mm²   /   Fused Alumina 1800 kg/mm² 

GRADES Light Industrial… 
Commercial…….. 

24 mesh………….. 
36 mesh………….. 

686 microns 
356 microns 

WARRANTY Five Years  
Highest quality antislip on the market. Warranted against  
delamination, chemical attack, wear and tear. 
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Commercial Stair Treads  

COMMERCIAL STAIR TREADS 

YOUR ONLY LONG-TERM, COST EFFECTIVE ANTISLIP SOLUTION GUARANTEED 

ABN 54 009 342 910 


