
 

 

 

 
 
 
 

 

FOUNDATION Acidic areas……………… 
Splash zones…………….. 
Stainless Steel substrate 
Weight sensitive areas… 
All other areas…………… 

1.2mm Grade 316 Stainless Steel 
1.2mm Grade 316 Stainless Steel 
1.2mm Grade 316 Stainless Steel 
2.0mm Grade 5005 Aluminium 
1.2mm AM100 Colorbond Steel 

1.2mm gauge prevents excessive flexing of the antislip material  

which can contribute to delamination. It also offers satisfactory  
resistance to impact and requires fewer fixing points than thinner gauges. 
Stainless Steel is recommended for acidic areas and splash zones up  
to five metres above sea level. Colorbond Steel provides excellent resistance to 
corrosion for all other areas, as it has a self-repairing  
zinc / alumina / magnesium coating on both sides of the metal,  
followed by a primer and baked enamel.  

FABRIC MEDIUM Floating on steel foundation and integrated with 
key coat of resin system 

Prevents delamination through impact or thermal expansion and increases the 
durability of the product. Fabric is rolled onto the steel through a system of pinch 
rollers which removes any trapped air and ensures maximum adhesion. When the 
first of the key resin coats is applied to the fabric, it becomes an integral part of 
the resin system, dramatically increasing the tensile strength of the system and  
allowing for differentials in thermal expansion rates. 

RESIN SYSTEM • All layers hand laminated, not sprayed 

• Cured at optimum temperature and humidity - no oven use 

• Resistant to all solvents, petroleum products  
and acid solutions 

• Does not contain any pinprick holes or bubbles 

Resistant to prolonged exposure to most chemicals, especially solvents.  
The resin is solvent free, which prevents standard petroleum products from 
dissolving the surface over time. All Vigil Antislip products are individually hand 
laminated and cured in a controlled environment  
with almost zero humidity and an ambient temperature of 25°C.  

AGGREGATE  Fused Alumina (Aluminium Oxide) 

Due to the photoluminescent requirement for Deck Light products, the aggregate 
is required to be white in colour. It is because of this that Fused Alumina is used 
as the aggregate. Before the final coat of resin is applied, the edges of the product 
are chipped to remove all aggregate, and then all edges are sealed with the final 
pigmented coat. This protects against chipping during transportation or 
installation, which can expose the steel. 

ACTUAL HARDNESS 1,800 kg/mm2 MOH’S HARDNESS RATING 9.0–9.2 

GRADES Offshore…….…… 
Industrial…….….. 
Light Industrial… 
Commercial…….. 

12/20 mesh matrix 
20 mesh………….. 
24 mesh………….. 
36 mesh………….. 

1600/940 microns 
940 microns 
686 microns 
356 microns 

WARRANTY Ten Years 
Highest quality antislip on the market. Warranted against  
delamination, chemical attack, wear, corrosion & photoluminescence. 
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